	[bookmark: _GoBack]Annual Helipad Inspection (IAW AR 95-2)

	Helipad Designation: 
	Location: 

	Elevation: 
	Slope or Grade: 

	Prevailing Wind: 
	Surface: 

	Pad Dimensions: 
	

	Recommended approach and departure routes: 
	Number and type of Acft approved for use: 

	Designated by Garrison Commander as:       Heliport                Helipad               Helicopter Landing Site (HLS)

	Note: For the purposes of this checklist, HLSs may include limited use helipads, remote helipads, and tactical landing strips and do not have to meet UFC criteria.

	Helipad waivers submitted & on file?                   

	Number of waivers:               N/A           Status:

	Date of inspection:  10Dec2014
	Type: Monthly/Annual
	Date of Last inspection:  N/A
	Type: Monthly/Annual

	Note: Caretaker unit inspect items 1 through XX for Monthly Inspection. Caretaker unit, Safety Office, and DPW 
inspect items 1 through for Annual Inspection.

	Conducted by:   

	Caretaker Unit (OPR):  
	Phone Number: 

	Safety Office: 
	Phone Number: 

	DPW Office:
	Phone Number:

	Ensure information in questions 1, 2, 7-10 should match information published in DoD FLIP

	 
	Yes
	No
	 

	1. Prior Permission Request (PPR) Required?   If yes, number of hours in advance:     
	
	
	If yes, phone # (duty hrs):                                                                     Non-duty hrs:  

	2. Approved for Night VFR Operations?
(check lighting; see questions F1-F3 and I2-I3)
	
	
	 

	3. Fire department available?
 (confirm frequencies and phone numbers)
	
	
	Radio FQ:                                phone #:                                                                         Call sign of receiving station:

	4. Medical support available?
(confirm frequencies and phone numbers)
	
	
	Radio FQ:                                 phone #:                                                                                                                                                 Call sign of receiving station:

	5. MP support available?
(confirm frequencies and phone numbers)
	
	
	Radio FQ:                                 phone #:                                                                                                                                                 Call sign of receiving station:

	6. Designated Limited Use helipad by GC (UFC 3-260-01, Chap 4, Para 4.4.)
	
	
	If YES, Date:                                                                                                                       (Attach document to initial packet)

	7. Restrictions:

	

	8. ATC, airspace procedures:

	

	9. Controlling authority:

	

	10. Operational considerations for day & night usage:
	




	 
	Logged in HAZLOG

	 
	SAT
	UNSAT
	N/A
	Action Taken/Completed/Remarks
	Yes
	Hazlog #
	No

	A1. Fire extinguisher available? (AR 420-1, para 25-33) Helipads without regularly assigned ARFF vehicles require 125 LB BC dry chemical or equivalent.
	
	
	
	Type:      
Size:                   
 Class:
	 
	 
	 

	A2. Fire extinguisher inspection date.
	
	
	
	
	
	
	

	B. Foreign Object Damage (FOD).
	
	
	
	Remove loose debris, papers, items in landing area.
	 
	 
	 

	C. Surface condition landing surface and surrounding area: concrete, asphalt, grass, dirt.
	
	
	
	 Monitor cracks, erosion, etc. for repair
	 
	 
	 

	D. Conditions of markings (free of peeled, blistered, chipped, or faded paint). (White Non-reflective paint)
	
	
	
	 UFC 3-60-05A, para 3-2 & 3-5 required for Helipads
 NON-STANDARD Markings – utilize UFC when repainting 
	 
	
	

	E. Sketch, drawing or photograph of helipad. (Must represent current conditions)
	
	
	
	(Review DoD FLIP if diagram published)
	
	
	

	F1. Perimeter lights, approach lights, floodlights, if installed, ensure operational.  Perimeter lights required for night operations.
	
	
	
	(UFC 3-535-01, para 7-2.2, para 7-2.3, para 7-11.1, Table 2-2 & Fir 7-1 & Figure 13-12 para 13-14.1) (aviation yellow)
	 
	 
	 

	F2. Emergency/alternate power system, if installed, operational.
	
	
	
	(UFC 3-535-01, Table 2-2 & para 7-10)
	 
	 
	 

	F3. Identification Beacon, if installed, meets UFC standards and is operational.
	
	
	
	(UFC 3-535-01, Chap 7)
	 
	 
	 

	G1. Helipad on installation snow removal plan.
	
	
	
	 
	 
	 
	 

	G2. Pre-Accident Plan developed. Immediate action instructions in installation staff duty book or IOC/EOC to respond to aircraft incidents?
	 
	 X
	 
	 Last review date:
Need to update site plan
	 
	 
	 

	G3. Helipad AIRAD(s) currently published?
	YES     /      NO                                                                                                                  If yes, explain (attach copy if necessary)            

	H1. Pedestrians &/or vehicles have uncontrolled access?
	
	
	
	Vehicles separated by movable barriers, pedestrians walk across for hiking trail
	
	
	

	H2. If pedestrians and/or vehicles have uncontrolled access, are warning and/or control signs in place in English & Hangul?
	
	
	
	Hangul warning markings around helipad edge, need English and sign on hiking trail
	
	
	

	H3. If pedestrians and/or vehicles have uncontrolled access is this noted in the VFR FLIP or in AIRAD?
	
	
	
	YES  /  NO
Submit change to FLIP
	 
	 
	 

	I1. Wind Cone, if installed, serviceable, freely swings 360 degrees (check manually for freedom of movement), and clear of vegetation?                                             
	
	
	
	(UFC 3-535-01, Table 2-2 & para 10-2.3.1) [length min 8', diameter not less than 18"]
	 
	 
	 

	I2. Lights on Wind Cone (if installed)?                                               Yes  /  No     Condition: No dedicated light on windcone
	
	
	
	(Required for night operations) (UFC 3-535-01, Table 2-2 & para 13-12.3)
	 
	 
	 




	 
	Logged in HAZLOG

	 
	SAT
	UNSAT
	N/A
	Action Taken/Completed/Remarks
	Yes
	Hazlog #
	No

	I3. Red obstruction light mounted on mast of wind indicator & operational
	
	
	 
	(UFC 3-535-01, para 7-8.4, para 10-2.4 & FAA Cir 150/5345-27, para 3-7) (Required for night operations)
	
	
	

	I4. Wind cone assembly painted orange.
	
	
	
	(FAA Cir 150/5347-27, para 3.8)
	 
	 
	 

	I5. Wind cone sited properly--not more than 27 feet above ground and 400 feet from center of pad.
	
	
	
	(UFC 3-260-05A, para A14.2.19.1 and UFC 3-535-01, para 10-2.2)
	 
	 
	 

	J1. VFR FLIP information reviewed.
	
	
	
	
	 
	 
	 

	J2. Changes to VFR FLIP submitted?                             (attach copy)
	
	
	
	
	 
	 
	 

	K1. Grounding Points (required for refuel operations)                                                      Yes  /  No     Condition:
	
	
	
	(FM 10-67-1 & UFC 3-260-01 Atch 12)                                                       Number of points:
	 
	 
	 

	K2. Ground points last ohms test.
	
	
	
	Date:
	 
	 
	 

	L. Acft tie-down (mooring) points general conditions (required for tenant aircraft parking)
	
	
	
	(Acft tie-down points installed at 6.1m (20') intervals.) Number:
	 
	 
	 

	M1. Pad dimensions meet UFC standards (min. 50'x50' Limited Use VFR Helipad)
	
	
	
	Classify as Helicopter landing site, not Helipad
	
	
	
	
	

	M2. Compliance with Clear Zone and APZ I land use compatibility guidelines.
	
	
	
	UFC 3-260-01, Chap 4, Table 4.2 & Attachment 4
18” retaining wall 9ft N of pad
	 
	 
	 

	M3. Compliance with approach/departure clearance surface.
	
	
	
	UFC 3-260-01, Chap 4, Table 4.7 (8Horizontal:1Vertical)
	 
	 
	 

	M4. Compliance with Transitional Surface.
	
	
	
	UFC 3-260-01, Chap 4, Table 4.7 (2Horizontal:1Vertical)
	 
	 
	 

	M5. No trees, poles, wires, other obstruction along approach/departure path and in/around the area.
	
	
	
	 Consider removal options; annotate in VFR FLIP
	 
	 
	 

	M6. No obstacles in Primary Zone or Clear Zone.
	
	
	
	 Consider removal options; annotated in VFR FLIP
	 
	 
	 

	M7. No tents, living quarters, or tactical operation centers (TOCs) in APZ I (approach path).
	
	
	
	 
	 
	 
	 

	M8. All obstructions/hazards lighted and/or painted IAW regulations.
	
	
	
	(UFC 3-260-05A, FAA Advisory Circular 70/7460-1, UFC 3-535-01 and FM 3-04.300 para 3-20)
	 
	 
	 




	 
	Logged in HAZLOG

	 
	SAT
	UNSAT
	N/A
	Action Taken/Completed/Remarks
	Yes
	Hazlog #
	No

	M9. All obstructions/hazards listed in the VFR FLIP and/or AIRAD
	
	
	
	
	 
	 
	 

	M10. Are high visibility markings installed on wires.
	
	
	
	
	 
	 
	

	M11. Obstruction lights meet standards.
	
	
	
	(UFC 3-535-01, Chap 6 & para 13-13)
	 
	 
	

	M12. Helipad fenced in? YES  /  NO                                  UFC Limited Use VFR Helipad 250' wide from pad center and 475’ long from pad center?
	
	
	
	Height of fence:                                 Distance from pad center:
Publish deviations in VFR FLIP
	 
	 
	 







